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NOTE:
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TRANSVERSE JOINTS 1/2" WIDE SHALL BE INSTALLED IN THE

CURB 20 FEET APART AND SHALL BE FILLED WITH PERFORMED
BITUMINOUS-IMPREGNATED FIBER JOINT FILLER RECESSED
1/4" IN FROM FRONT FACE AND TOP OF CURB.

FIGURE 500-10
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CONCRETE CURB

NOT TO SCALE

5/2011

MoC

14"

12"

18" MAX.

HMA 19 M&4

INTERMEDIATE COURSE, 5" THICK

RV, o 18" MIN. 18" MIN.
FINALGRT;I;E”I__\I L ‘ _,R1MH
L e
Tﬂn I S
'mﬁ "*« ////////(\//////////
; @:::ﬁ T2
dm__s . *' =
l@il{ﬂ%ﬂ Wt S0
ST & 5
LT e e bl e
Uﬁ:ﬂzﬁ%ﬁmvmm ---ﬂm..,. m[ A= _—~mwﬁ’ﬁi”“"“““"ﬁ“

DENSE GRADED AGGREGATE
BASE COURSE, 6" THICK

UNDISTURBED OR COMPACTED

SUBGRADE

CONCRETE CURB DETAIL

VARIES

B,

PAVEMENT
SURFACE

FEXISTING SURFACE COURSE
SHALL BE MILLED PRIOR

TO PLACEMENT OF FINAL
SURFACE COURSE

SAW CUT
EXISTING

%‘%(i\ PAVEMENT
QQ%Q%Q« 3

SURFACE COURSE, 2" THICK

.
—

%

A

14"

1/2" PERFORMED
BITUMINOUS-IMPREGNATED
FIBER JOINT FILLER

ELEVATION

FIGURE 500-11

MORRIS COUNTY TYPICAL DETAIL
DEPRESSED CONCRETE CURB
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